TECHNICAL
CATALOGUE HITACHI

airHome 600

ROOM AIR CONDITIONER
SPLIT TYPE
GJ SERIES

MODELS

RAK-GJO9PHAA, RAC-GJOOWHAA

RAK-GJI 2PHAA, RAC-GJ1 2WHAA

RAK-GJI 5PHAA, RAC-GJi 5SWHAA INDOOR UNIT

RAK-GJI 8PHAA . RAC-GJI 8WHAA

RAK-GR24PHAA, RAC-G.R24WHAA RAK-GJO9PHAA
RAK-GJ12PHAA

RAK-GJ15PHAA
RAK-GJ18PHAA
OUTDOOR UNIT RAK-GJ24PHAA

RAC-GJO9WHAA
RAC-GJ12WHAA
RAC-GJ15WHAA
RAC-GJ18WHAA
RAC-GJ24WHAA

Cooling & Heating
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HITACHI

Specifications in this catalogue are subject to change without prior notice in order for HITACHI to bring
in the latest innovations to their customers

Whilst every effort is made to ensure that all dimensions and specifications are correct, any printers’
error not rectified are outside the control of HITACHI, who cannot be held responsible for the same
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2.2. INDOOR WALL TYPE: RAK-GJ18PHAA

(8)



cwanmaw
Typewritten text
10.08"

cwanmaw
Typewritten text
256

















* Maximum Output values are not based on AHRI
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10.2 Menu Operation
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10.3 Function Menu Screen Display
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Sticky Note
The unit will go to Standby mode instead of Power OFF.
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