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SPECIFICATIONS

1-2

1.1. MULTIZONE INDOOR
1.1.1. WALL TYPE (RAK-DJ07QHAA/RAK-DJO9RHAA/RAK-DJ12RHAA)
INDOOR Unit RAK-DJO7QHAA RAK-DJO9RHAA RAK-DJ12RHAA
Nominal capacity adjustable no no no
Nominal Cooling capacity (min - max) BTU 7000(3050-9000) 9000(5450~10500) 12000(5500~13200)
Cooling sensible capacity BTU - - -
Nominal Heating capacity (min - max) BTU 9000(3050-10900) 10500(4200~11500) 13000(4400~14500)
Noise level cooling (sound pressure)(S/L/M/H/HIHI) dB(A) 29/36/40/42/44 29/36/40/42/44 29/36/40/44/46
Noise level heating (sound pressure)(S/L/M/H/HIHI) dB(A) 29/36/40/42/44 29/36/40/42/44 29/36/40/44/46
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) %6 %6 %8
Air flow cooling mode (SL/ L/ M/ H/HIHI) cfm (m3h) 110/150/180/250/260 | 110/150/180/250/260 | 140/190/230/280/290
Air flow heating mode (SL/L/ M/ H/HIHI) cfm (m*h) | 130/180/210/230/310 | 110/150/180/250/260 | 140/170/200/260/280
Fan Motor W 38 38 38
Dehumidification I/h 1.0 1.4 1.6
Included drain pump *for RAI/RAD yes/no no no no
Max. height available for drain pump (RAD/RAI only) in. (mm) no no no
Drain pump pressure lift *for RAI/RAD in. (mm) no no no
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no no
Dimensions (H x W x D) in. (mm) 30.71x11.02x8.74 30.71x11.02x8.74 30.71x11.02x8.74
(780x280x222) (780x280x222) (780x280x222)
Weight *must match with Packing data information Ibs. (kg) 21.5(9.7) 21.5(9.7) 21.5(9.7)
Panel weight *for RAI Ibs. (kg) - - -
Panel dimensions (H x W x D) *for RAI in. (mm) - - -
Colour (Munsell Code)
Condensate Drain in. (mm) - - -
Panel reference - - -
Color of the panel (RAL) - - -
Running current (C/H) *for single split indoor&outdoor A ) } )
must be matched
Power supply \ FROM OUTDOOR FROM OUTDOOR FROM OUTDOOR
Cable sectlon.(|nterconnect|on/ if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 3/8" 1/4" | 3/8" 1/4" | 3/8"
Drain diameter (ext) in. (mm) 0.63(16) 0.63(16) 0.63(16)
RC-AGU1EAON RC-AGU1EAON RC-AGU1EAON
Remote control (standard/optional) * Star?ndard
Optional - - -
Filter
ACL Filter Standard (Material & Accessory code) - - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - - -

ACL Filter Optional (Material - Accessory code)

Pre-filter Standard Material

Stainless pre-filter

Stainless pre-filter

Stainless pre-filter

Pre-filter Optional (Material & Accessory code)

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined

capacity of the HITACHI Split system (Indoor + Outdoor

Unit).
Operation Conditions Cooling | Heating
. dB 80 °F 70 °F
Indoor Air Inlet Temperature WB 67 °F
. dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3°F

dB: Dry Bulb; WB: Wet Bulb

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)

2. The Sound Pressure Level is based on the following

conditions:

- 2-5/8ft (0.8m) beneath indoor height center

- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic
chamber so that reflected sound should be taken into

consideration when installing the unit.




Il SPECIFICATIONS

1.1.2. WALL TYPE (RAK-DJ18RHAA / RAK-DJ24RHAA)

INDOOR Unit RAK-DJ18RHAA RAK-DJ24RHAA
Nominal capacity adjustable no no
Nominal Cooling capacity (min - max) BTU 17600(5700~18600) 24000(8200~25200)
Cooling sensible capacity BTU - -
Nominal Heating capacity (min - max) BTU 19000(6700~20500) 25000(8300~26500)
Noise level cooling (sound pressure) (S/L/IM/H/HIHI) dB(A) 35/38/42/46/48 35/40/45/49/51
Noise level heating (sound pressure) (S/L/M/H/HIHI) dB(A) 35/38/42/46/48 35/40/45/49/51
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) 62 65
Air flow cooling mode (SL/ L/ M/ H/HIHI) cfm (m3h) 240/270/360/390/420 310/350/460/550/580
Air flow heating mode (SL/L/ M/ H/HIHI) cfm (m%h) 210/270/300/360/380 320/390/490/530/550
Fan Motor W 30 38
Dehumidification I/h 2.9 3.4
Included drain pump *for RAI/RAD yes/no no no
Max. height available for drain pump (RAD/RAI only) in. (mm) no no
Drain pump pressure lift *for RAI/RAD in. (mm) no no
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no
Di . Hx W x D 37.40x11.57x9.06 41.34x11.57x10.04
imensions (Hx W x D) in. (mm) (950x294x230) (1050x294x255)
Weight *must match with Packing data information Ibs. (kg) 27.6 (12.5) 30.9 (14.0)
Panel weight *for RAI Ibs. (kg) - -
Panel dimensions (H x W x D) *for RAI in. (mm) - -
Colour (Munsell Code)
Condensate Drain in. (mm) - -
Panel reference - -
Color of the panel (RAL) - -
Running current (C/H) *for single split indoor&outdoor A ) }
must be matched
Power supply V FROM OUTDOOR FROM OUTDOOR
Cable sectlonl(|nterconnect|on/ if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 1/2" 1/4" | 5/8"
Drain diameter (ext) in. (mm) 0.63(16) 0.63(16)
RC-AGU1EAON RC-AGU1EAON

Remote control (standard/optional) * Star?dard

Optional - -
Filter
ACL Filter Standard (Material & Accessory code) - °
ACL Filter Standard Dimensions (H x W x D) in. (mm) - B

ACL Filter Optional (Material - Accessory code)

Pre-filter Standard Material

Stainless pre-filter

Stainless pre-filter

Pre-filter Optional (Material & Accessory code)

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor

Unit).
Operation Conditions Cooling | Heating
. dB 80 °F 70 °F
Indoor Air Inlet Temperature WB 67 °F
. dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3°F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb

2. The Sound Pressure Level is based on the following

conditions:

- 2-5/8ft (0.8m) beneath indoor height center

- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic
chamber so that reflected sound should be taken into
consideration when installing the unit.




SPECIFICATIONS

1.1.3. WALL TYPE (RAK-GJ07QHAA / RAK-GJ09QHAA /RAK-GJ12QHAA)

1-4

INDOOR Unit RAK-GJO7QHAA RAK-GJO9QHAA RAK-GJ12QHAA
Nominal capacity adjustable no no no
Nominal Cooling capacity (min - max) BTU 7000(3050-9000) 9000(5100~10500) 12000(5150~14000)
Cooling sensible capacity BTU - - -
Nominal Heating capacity (min - max) BTU 9000(3050-10900) 11000(5450~15000) 14000(5500~18000)
Noise level cooling (sound pressure) (S/L/M/H/HIHI) dB(A) 27/35/39/41/44 27/35/39/41/44 27/35/40/43/46
Noise level heating (sound pressure) (S/L/M/H/HIHI) dB(A) 27/35/39/41/43 27/35/39/41/43 27/35/40/43/46
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) 57 57 60
Air flow cooling mode (SL/ L/ M/ H/HIHI) cfm (m3h) 206/288/335/388/430 | 206/288/335/388/430 | 206/288/335/430/470
Air flow heating mode (SL/ L/ M/ H /HIHI) cfm (m¥h) 214/303/347/400/441 | 214/303/347/400/441 | 214/303/347/444/482
Fan Motor W 30 30 30
Dehumidification I/h 1.0 1.0 1.5
Included drain pump *for RAI/RAD yes/no no no no
Max. height available for drain pump (RAD/RAI only) in. (mm) no no no
Drain pump pressure lift *for RAI/RAD in. (mm) no no no
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no no
. . : 11-9/16 x 37-13/32 x 9- [11-9/16 x 37-13/32 x 9- [ 11-9/16 x 37-13/32 x 9-
Dimensions (Hx W x D) - (Mm) {14 (204x950x235)  [1/4 (294x950x235) 1/4 (294x950x235)
Weight *must match with Packing data information Ibs. (kg) 24 (11) 24 (11) 24 (11)
Panel weight *for RAI Ibs. (kg) - - -
Panel dimensions (H x W x D) *for RAI in. (mm) - - -
Colour (Munsell Code)
Condensate Drain in. (mm) - - -
Panel reference - - -
Color of the panel (RAL) - - -
Running current (C/H) *for single split indoor&outdoor A ) ) )
must be matched
Power supply V FROM OUTDOOR FROM OUTDOOR FROM OUTDOOR
Cable sectlon‘(|nterconnect|on/ if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 3/8" 1/4" | 3/8" 1/4" | 3/8"
Drain diameter (ext) in. (mm) 0.63(16) 0.63(16) 0.63(16)
RC-AGS1EAON - RC-AGS1EAON

Remote control (standard/optional) * Star?dard RC-AGS1EAN

Optional - - -
Filter
ACL Filter Standard (Material & Accessory code) - - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - - -

ACL Filter Optional (Material - Accessory code)

Pre-filter Standard Material

Stainless pre-filter

Stainless pre-filter

Stainless pre-filter

Pre-filter Optional (Material & Accessory code)

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor

Unit).
Operation Conditions Cooling | Heating
. dB 80 °F 70 °F
Indoor Air Inlet Temperature WB 67 °F
. dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3°F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb

2. The Sound Pressure Level is based on the following

conditions:

- 2-5/8ft (0.8m) beneath indoor height center

- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic
chamber so that reflected sound should be taken into

consideration when installing the unit.
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1.1.4. WALL TYPE (RAK-GJ18QHAA / RAK-GJ24QHAA)

INDOOR Unit RAK-GJ18QHAA RAK-GJ24QHAA
Nominal capacity adjustable no no
Nominal Cooling capacity (min - max) BTU 18000(6600~20500) 22000(9700~25000)
Cooling sensible capacity BTU - -
Nominal Heating capacity (min - max) BTU 21500(7100~26000) 25000(8500~29500)
Noise lewvel cooling (sound pressure) (S/L/M/H/HIHI) dB(A) 35/42/45/47/49 39/45/48/53/58
Noise lewvel heating (sound pressure) (S/L/M/H/HIHI) dB(A) 35/42/45/47/49 39/45/48/53/58
- N P

Noise level (sound power) *match with Fiche/ dB(A) 63 65
Eurovent/Product Info
Air flow cooling mode (SL/ L/ M/ H/HIHI) cfm (m3¥h) 265/388/471/559/618 265/353/470/588/676
Air flow heating mode (SL/ L/ M/ H/HIHI) cfm (m3h) 276/397/480/568/633 279/279/480/601/689
Fan Motor w 38 38
Dehumidification I/h 1.8 2.5
Included drain pump *for RAI/RAD yes/no no no
Max. height available for drain pump (RAD/RAI only) in. (mm) no no
Drain pump pressure lift *for RAI/RAD in. (mm) no no
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no
Dimensions (H x W x D) in. (mm) (294 x 1050 x 255) (300x1100x273)
Weight *must match with Packing data information Ibs. (kg) 30.9 (14.0) 37.5(17.0)
Panel weight *for RAI Ibs. (kg) - -
Panel dimensions (H x W x D) *for RAI in. (mm) - -
Colour (Munsell Code)
Condensate Drain in. (mm) - -
Panel reference - -
Color of the panel (RAL) - -
Running current (C/H) *for single split indoor&outdoor A ) )
must be matched
Power supply \Y FROM OUTDOOR FROM OUTDOOR
Cable sectlon_(mterconnectlon/*lf power supply is mm2 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 1/2" 1/4" | 5/8"
Drain diameter (ext) in. (mm) 0.63(16) 0.63(16)

. Standard RC-AGS1EAON RC-AGS1EAON
Remote control (standard/optional) * -

Optional - R

Filter
ACL Filter Standard (Material & Accessory code) - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - -
ACL Filter Optional (Material - Accessory code) - -
Pre-filter Standard Material Stainless pre-filter Stainless pre-filter
Pre-filter Optional (Material & Accessory code) - -

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined

2. The Sound Pressure Level is based on the following

conditions:

capacity of the HITACHI Split system (Indoor + Outdoor - 2-5/8ft (0.8m) beneath indoor height center

Unit). - 3-9/32ft (1m) from Discharge grille
7 = 3 . The above data was measured in an anechoic
Operation Conditions Cooling | Heating .
_ B | 80 °F 70 °F chamber so that reflected sound should be taken into
Indoor Air Inlet Temperature wB | 67°F consideration when installing the unit.
) dB | 95°F 47 °F
Outdoor Air Inlet Temperature WB 3°F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb












































































































































































































































































































































































































































































	Front_page_2019
	Hitachi-Warning
	00_CONTENTS_2019
	01_SPECIFICATIONS_2019
	02_DIMENSIONAL_DATA_2019
	03_CAPACITIES_AND_SELECTION_2019-01
	03_CAPACITIES_AND_SELECTION_2019-02
	03_CAPACITIES_AND_SELECTION_2019-03
	03_CAPACITIES_AND_SELECTION_2019-04
	03_CAPACITIES_AND_SELECTION_2019-05
	03_CAPACITIES_AND_SELECTION_2019-06
	04_SOUND_DATA_2019
	05_WORKING_RANGE_2019
	06_ELECTRICAL_DATA_2019
	07_WIRING_DIAGRAM_2019
	08_REFRIGERANT_CYCLE_2019
	09_CONTROL_AND_FUNCTIONS_2019
	10_OPTION_LIST_2019
	10 OPTION LIST
	10.1 WIRED REMOTE CONTROL SPX-RCDA AND SPX-RCDB
	10.1.1 SHIFT VALUE
	10.1.2 ERROR CODE INFORMATION

	10.2
	10.2 H-LINK ADAPTOR – PSC 6RAD
	10.2.1 SAFETY SUMMARY
	10.2.2 INSTALLATION WORK
	10.2.3  ELECTRICAL WIRING
	10.2.4 DIP SWITCH SETTING
	10.2.5 TEST RUN

	10.3  DRY CONTACT (SPX-WDC2 AND SPX-WDC3) APPLICATION (USING DIP SWITCH)
	10.4 DISTRIBUTOR – SPX-DST1
	10.5 REMOTE SENSOR - SPX-RTH1
	10.5.1 SELECTION OF INSTALLATION POSITION
	10.5.2 INSTALLATION PROCEDURE
	10.5.3 WIRING PROCEDURES


	TIMER LAMP BLINKING
	LD301 BLINKING
	MEANING
	CODE
	Normal
	-
	-
	1 time
	-
	2 times
	Outdoor unit is under forced operation
	Communication error between indoor and outdoor units
	9 times
	3 times
	INDOOR
	-
	-
	-
	OUTDOOR
	TIMER LAMP BLINKING
	LD301 BLINKING
	MEANING
	CODE
	OUTDOOR
	OUTDOOR

	Back_page(Multi)
	Combine-03_CAPACITIES_AND_SELECTION_2019-02TO05-R2.pdf
	03_CAPACITIES_AND_SELECTION_2019-02-R2
	03_CAPACITIES_AND_SELECTION_2019-03-R2
	03_CAPACITIES_AND_SELECTION_2019-04-R2
	03_CAPACITIES_AND_SELECTION_2019-05-R2


